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frREE R LOAD CELL

SB #RERRAET

SB Load Cell

® Maximum capacity (Emax) £ EZ 1T (1):
05,1,2,3,5 7.5
® Be suitable for the fields of Ground scales, Platform Scales,

Belt Scales, Industries of Foods, Pharmaceuticals, which
has huge important on weighing and control.
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CAPACITY#ifi )| A |BIG| C | D [E [ F [ H | J [ M ][o1] 2] o3
0.5,1,2 203 37 43 95 8 |[305| 64 98 22 16 32 13
3 203 37 43 95 8 |[305| 64 98 22 16 32 15
5,75 235 48 52 | 110 | 12 30 66 | 124 | 22 22 38 20
| BARS% Specifications
HEH Rated Load t 0.5,1,2,3,5,75
FEMKE Rated Output mV/V 2.0+£0.005
E 518 Zero Balance %R.0. +1
Z4iR%E Comprehensive Error %R.0. +0.02
1235 (30 4341 Creep after 30 minutes %R.0. +0.02
HEMREBEE Recommended excitation voltage vDC 5-12 /15(max)
HWNFEH Inputimpedance Q 380410
PR Output impedance Q 35045
M Insulation resistance MQ >5000 (50VDC)
L4 Safe overload %R.C. 150
WBRIE Ultimate overload %R.C. 300
M TR Material Alloy steel &€ %R
BH3PEL Degree of protection P67
452514 E The length of the cable m 0.5t-3t:4m 5t:5m 7.5t:6m
& H1%E Tightening torque Nem (5)t5t2-:23t5[\?§::1.m 75?2;22“:}
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